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Application Data Sheet

	Date
	

	Company
	

	Physical Address
	

	
	

	Plant Address
	

	
	

	Info needed by (date)
	


	Request for
	Bench Test
	
	Pilot Test
	
	Info only
	


	To be witnessed
	Yes
	

	
	No
	


Customer Contact Details:

	Name & Surname
	

	Position
	

	Landline Telephone No.
	

	Mobile Telephone No.
	

	Fax No.
	

	E-Mail Address
	


Process Data:

	Existing situation
	

	
	

	
	

	Desired result
	

	
	

	
	

	Feed Slurry data
	Flow Rate (m/hr)
	

	
	% Solids (by mass)
	

	
	Slurry Density (t/m)
	

	
	Viscosity (cP)
	           at                ˚C

	
	pH
	

	
	Temperature (˚C)
	

	Solids
	Particle Density (t/m)
	

	
	Shape of particles
	

	Size distribution
	Sieve Size
	Cumulative % Retained

	
	+ 600 micron
	

	
	+ 300 micron
	

	
	+ 150 micron
	

	
	+ 75 micron
	

	
	Minimum particle size
	

	
	Maximum particle size
	

	
	Permissible flocculent/ chemical treatment
	Yes
	

	
	
	No
	


Processing Objectives:
	Clarification duty
	Desired % solids in overflow required
	

	Thickening duty
	Desired % solids in underflow required
	

	Flow Sheet

Please include one (1) step prior to and after flow streams of separation equipment

	


	Comments


	Other equipment tested
	

	
	

	
	

	
	

	
	

	
	

	
	


	Test results achieved
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